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@/ﬁm Meridian'Forged Steel Valve (APl 602

TYPICAL FORGED VALVE PARTS AND MATERIALS

MERIDIAN™ FORGED STEEL GATE VALVE

Piston Check

@Meridian

PART | PART NAME [Q'TY| A105 A105 NACE | A350LF2 | A182 316 A182 316L F5/F11/F22

NO NACE

1 BODY 1 |A105N A105N LF2 316 316L F5/F11/F22

2 BONNET 1 A105N A105N LF2 316 316L F5/F11/F22

3 STEM 1 410 316 316 316 316L 410

4 DISC/WEDGE | 1 410 316 316 316 316L 410+HF

5 SEAT RING 4 410+HF 316+HF 316+HF 316+HF 316L+HF 410+HF

6 BONNET BOLT | 1 A193-B7 A193-B7M A320-L7M | A193-B8 A193-B8 A193-B16

7 GASKET 1 316+GR 316+GR 316+GR 316+GR 316+GR 316+GR

8 GLAND 1 410 316 316 316 316 410

9 PACKING 1 set| GRAPHITE |GRAPHITE GRAPHITE |GRAPHITE GRAPHITE GRAPHITE

10 GLAND FLANGE | 2 WCB WwCB LCB 316 316 WwCB

11 GLAND BOLT | 2 | A193-B6 A193-B8 A193-B8 A193-B8 A193-B8 A193-B6

12 GLAND BOLT NUT | 2 A194-2H A194-8 A194-8 A194-8 A194-8 A194-2H

13 GLAND BOLTPIN | 1 410 410 410 316 316 410

14 SLEEVE 1 410 410 410 410 410 410

15 SLEEVE WASHER | 1 410 410 410 410 410 410

16 HANDWHEEL | 1 A197 A197 A197 A197 A197 A197

17 NAMEPLATE | 1 ALUMINUM | ALUMINUM ALUMINUM | ALUMINUM ALUMINUM | ALUMINUM

18 HANDWHEELNUT | 1 | A108-1020 |A108-1020 A108-1020 | A108-1020 | A108-1020 |A108-1020

MERIDIAN™ FORGED STEEL PISTON CHECK VALVE

PART | PART NAME |Q'TY A105 A105 NACE | A350LF2 A182 316 |[A182316L F5/F11/F22

NO NACE

1 BODY 1 A105N A105N LF2 316 316L F5/F11/F22

2 COVER A105N A105N LF2 316 316L F5/F11/F22

3 DISC 1 410 316 316 316 316L 410 + HF
INTERGRAL SEAT| 1 HF HF HF HF HF HF

4 COVER BOLT 4 | A193 B7 B7M A320-L7M A193-B8 | A193-B8 A193-B16

5 GASKET 1 316+GR 316+GR 316+GR 316+GR 316+GR 316+GR

6 NAMEPLATE | 1 ALUMINUM ALUMINUM ALUMINUM ALUMINUM | ALUMINUM ALUMINUM

7 SPRING 7 316 INCX70 INCX750 316 316 INCX750

Flanged Valves available [Factory Welded on Flanges]

Canada's Valve Specialist

DUE TO CONTINUOUS DEVELOPMENT OF OUR PRODUCTS, WE RESERVE THE RIGHT TO MODIFY OUR PRODUCT DESIGN OR CONSTRUCTION WITHOUT PRIOR NOTICE.




@/ﬁ Meridian'Forged Steel Valve (APl 602

TYPICAL FORGED VALVE PARTS AND MATERIALS

MERIDIAN™ FORGED STEEL GLOBE VALVE

PART | PARTNAME |QTY| A105 A105 NACE A350 LF2 | A182316 | A182 316L F5/F11/F22
NO NACE
1 BODY 1 | A105N A105N LF2 316 316L F5/F11/F22
2 BONNET 1 | A105N A105N LF2 316 316L F5/F11/F22
3 STEM 1 |410 316 316 316 316L 410
4 DISC 1 | 410 316 316 316 316L 410+HF
INTEGRALSEAT |1 | HF HF HF HF HF HF
5 BONNET BOLT | 4 | A193-B7 |A193-B7M A320 L7M A193 B8 A193 B8 A193-B16
6 GASKET 1 | 316+GR 316+GR 316+GR 316+GR 316+GR 316+GR
7 GLAND 1 |410 316 316 316 316 410
8 PACKING 1set| GRAPHITE | GRAPHITE | GRAPHITE | GRAPHITE | GRAPHITE GRAPHITE
9 GLAND FLANGE |1 | WCB WCB LCB 316 316 WCB
10 GLAND BOLT |2 |A193-B6 |A193-B8 A193-B8 A193-B8 A193-B8 A193-B6
11 GLANDBOLTNUT | 2 | A194-2H | A194-8 A194-8 A194-8 A194-8 A194-2H
12 GLANDBOLTPIN |2 |410 410 410 316 316 410
13 SLEEVE 1 | 410 410 410 410 410 410
14 HANDWHEEL |1 |A197 A197 A197 A197 A197 A197
15 NAMEPLATE 1 | ALUMINUM|ALUMINUM | ALUMINUM | ALUMINUM | ALUMINUM ALUMINUM
16 HANDWHEELWASHER | 1 | A108-1020 | A108-1020 | A108-1020 | A108-1020 | A108-1020 A108-1020
17 HANDWHEELNUT | 1 | A194-2H | A194-2H A194-2H A194-2H A194-2H A194-2H
MERIDIAN™ FORGED STEEL SWING CHECK VALVE
PART | PART NAME |Q'TY| A105 A105 NACE | A350 LF2 A182 316 A182 316L F5/F11/F22
NO NACE
1 BODY 1 | A105N A105N LF2 316 316L F5/F11/F22
2 COVER 1 |A105N A105N LF2 316 316L F5/F11/F22
3 DISC 1 |410 316 316 316 316L 410
4 SEAT RING 1 410+HF 316+HF 316+HF 316+HF 316L+HF 410+HF
5 RETAINING NUT| 1 | A194-2H A194-8 A194-8 A194-8 A194-8 A194-8
6 HINGE 1 WCB 316 316 316 316L 410
7 HINGE PIN 1 410 316 316 316 316 410
8 SUPPORTER | 1 304 316 316 316 316L 304
9 COVERBOLT| 4 | A193-B7 A193-B7M A320-L7M  |A193-B8 A193-B8 A193-B16
SWI n g C h ec k 10 GASKET 1 316+GR 316+GR 316+GR 316+GR 316+GR 316+GR
11 NAMEPLATE | 1 | ALUMINUM |ALUMINUM |ALUMINUM |ALUMINUM ALUMINUM ALUMINUM

EMeridian

Flanged Valves available [Factory Welded on Flanges]

Canada's Valve Specialist

DUE TO CONTINUOUS DEVELOPMENT OF OUR PRODUCTS, WE RESERVE THE RIGHT TO MODIFY OUR PRODUCT DESIGN OR CONSTRUCTION WITHOUT PRIOR NOTICE.
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@/ﬂeridian Canada's Valve Specialist

ORDERING INFORMATION

BODY BONNET MATERIAL
END CONNECTION A105 c
Threaded T A350-LF2 F
PORT ISO.BS RC B A182-F5 E
B Reduced - Js PT P A182-F11 B
Full F Socket Weld s A182-F22 v
VALVE TYPE Socket Weld x NPT U A182-304 P
BONNET CONNECTION Gate Valve z ANSI B 16.5 RF F A182-304L S
Bolted Bonnet - Globe Valve J ANSI B 16.5 RJ K A182-316 R
Welded Bonnet H Check Valve H Butt Weld W A182-316L L
1 2 3 4 5|6 7 8 9 10
STRUCTURE FEAT[JRE PRESSURE GASKET | PACKING
Y Type Valve Y Class 150 1 304 + Graphite | Grafoil -
Needle Valve N Class 300 & 316 + Graphite | Grafoil A
Cryogenic Valve D Class 400 4 316L + Graphite |  Grafoil B
Bellows Valve B Class 600 6 316 + TEF TEF (@
Lift Check Valve with Spring| T Class 800 8
Swing Check Valve S Class 900 9
Self-pressure Valve P Class 1500 15 TRIM MATERIAL
Inside Screw | Class 2500 25 13Cr/13Cr H
Extension Body £ 13Cr / Stellite 6 Y
Stellite 6 / Stellite 6 ©
304 / Stellite 6 D
304 /304 E
316 / Stellite 6 F
DESIGN STANDARDS 316/316 G
API 602 Valve Inspection and Testing NACE 316-Stellte o/ Stellte 6 | X
API 598 Compact Steel Gate Valves Hastelloy € A
B16.34 Valves - Flanges, Threaded and Welding End plonel M
B1.20.1 Pipe Threads, General Purpose 18Cr/TEF I
B16.10 Face to Face and End to End Dimensions 316/ TEF N
MSS-SP-25 Standard Marking System for Valves 304L / 304L J
NACE MRO01-75 | Sulphide Stress Cracking Resistent Materials 316L / 316L K

Note: Dimensional specification sheets for each valve type by pressure class can be provided separately from this brochure.

PHONE: 1-800-661-6997 « FAX: 1-800-263-8298

Canada’s Valve Specialist
www.meridianvalve.ca
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